Pbar Department Meeting



5-6-2004

Machine Coordinator:  Paul Derwent

Machine summary

· Lots of transfers to recycler

· Production ok in general

· Stacking bad last night

· Not quite as good as a year ago

Keith – Friday studies - reverse

· Reverse protons in debuncher

· Initial 26pi

· Bumps in 30 straight section => 32.3pi

· Running wave,

· Non-local bump made it better?   Locality of bumps?

Keith – Tuesday studies - pbars

· Initial 23.4pi

· Extraction region bump, 29pi

· Want to gate cooling, and watch beam size change – SEMS bad…

· Want to momentum slice AP2

· Looked at stacking after return to stacking

· Tuned EKIK and ESEP…Decreased current on septum

· Changed incoming position in EKIK and angle in EKIK

· H611

Studies list  (cyan – need to do soon, black not done, red work in progress, blue is done)

· AP2 BPMs – rev protons – 4hr (harms, Hendricks, olsen) –  old clock chip and firmware removed from F27.

· Stacktail Phase Adjustments – stackin – 1 hour - Ralph

· AP2 lattice measurements – reverse protons – 4hr (Gollwitzer)

· Deb quad centering – reverse protons – 16 hrs (Gollwitzer, DVM)

· Stacktail filter replacement – 6-8 hrs- (Pasquinelli, et al)

· Deb paint the aperature BLM checkout – reverse protons – 8 hours (Nagasleav) – ongoing.
· Stacktail Core heating, small stack – 2 hr (Derwent)

· Pulse evolution study – stacking, clean accumulator – 2hr – (Derwent)

· DRF1 Freq ramp test – rev protons – 2 hours (Ashmanskas, Werkema)  
· Static Eta Change – reverse protons – 6 hours (Ashmanskas) – Cannot go 100% until qt205 recabled in tunnel.
· Debuncher Cooling Measurements – stacking – 1.5 to 2 hours (Derwent)

· MI RPOS adjustment – stacking – 30  min (MI/Pbar) – It worked!
· Stacking tune/emittance measurements – stacking, small stack, 1 hour (Sondgeroth)

· Test ramping of AP1 and AP3 power supplies

· Accumulator Beam Energy measurement – reverse protons, clean accumulator – (Werkema)

· Deb Central Frequency Determination (LBNL study) – reverse protons – 2 hours

· Fly Accumulator wires – after shot – 10 minutes – (Nagasleav)

· Admittace while stacking – occasionally during stacking – 30 min (Gollwitzer)
· ARF1 ramp development – not stacking – large stacks – 1hr - McGinnis

· Add….. Eta change while stacking.

Next planned studies?   

Elvin Harms –

· Longest sustained stack!

· B4 august 23rd shutdown

· June 1st, Elvin needs work request

· New things

· Run in mixed mode – Tev get Pbars from both Accumulator and Recycler in same shot

· Get 8GeV energy aligned across entire complex.

· Planning will start tomorrow.

· A week without Luminosity

· Tev web based studies plan.   Should we do that also.

· Provide plan

· Provide results
· 
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