AP2-Debuncher Injection Area Shutdown Work.

Keith Gollwitzer

8-2-04

What’s happening

· Injection septum developed a vacuum leak.

· Remove material between closed orbit and injection channel

· Decrease amount of closed orbit bump

· Common vacuum eliminates air gap and vacuum windows

· Vertical motion added to DS end.

· D4Q4 SQC replaced with 2 LQbs

· D4Q4 BPM one of a kind.   Orbit patch designed to skim large bpm.   Move BPM downstream of LQBs.

· Motorize stand on injection kicker.

· Larbe beam tube through LQs (4Q4 and 4Q5)

Went through some pictures of present and new

· D4Q5

· ISEP

· Debuncher vacuum common all the way back to the ion chamber.

· IKIK – girder will be motorized.

Non-mechanical work

· PS – 1200A PS – move to AP50.   Is there a spare suppy?
· Cable pulls
· LQBs power

· Stand motors

· New BPM

· Ion pumps

· Gate values

· Water (LCW)

· Power supply

· LQBs.

· Acnet/controls

· LQBs settings and readback

· ISEP motion control by old CAMAC interface

· IKIK motion control by PLC

· Console app software

· LQB

· P102

· P60 :  mults that use D4Q4 shunt

· Ion pump and gate value – p17 and p18

· :LQB, VT403 and Debuncher BPM positions

· P144:  Deb orbit correction program.
· New BPM and moved SEM

· Yet to be written AP2 BPM DAW and orbit correction program.

Plan if we need to retreat:

· Couple weeks….
