Pbar Department Meeting



8-5-04

Machine Coordinator:   Vladimir

Summary:

· Stots to Tev

· Sunday,  Tev off hard, ½ beam (100 of 200ma) to Recycler

· Shot to Tev

· Lost 125ma in delayed shot setup, freq width too small.

· D:IKIK, new feature on Spellman PS.

· When Thyrotron fires, current drawn out cables.

· PS feature treats this like sparking and reduces output to near zero

· A:ADF door opened, stack dropped.

· Access.  A:IB contactors would not go out.

· Rackout externally didn’t open contactors.

· D:IB contactors would not close.   Contactors replaced.
· Performance - ok

· Shot setup  - immediate plan.

· Access to MI/Booster – 3 hours

· Stacking?

Studies:

· D/A Studies  - Bill Ashmanskas.
· Oscilloscope readback for 12 BPMs

· D6q12, t8q1-7,a1q4-5, a1q8-9

· See signals

· Slow rise is septum

· Spike by kicker and beam

· Zoomed in on Beam region.   

· Envelope 1.6usec side,

· Mix out 53MHz component.

· Get a good signal – interesting structure….
· Some of the BPMs have 53MHz noise when no beam is present.   Cross talk from kicker?   BPM40 has  40% background noise.

· Take measured and subtract background.

· Scale factor for Accumulator BPM is slightly different.

· Measure reverse protons with DCCT.

· SEMs - Al

· Noise independent of preamps

· No signal on 802 or 806 with low gain preamps.

· Back to high gain preamps

· Lens Prototype – Tony

· Prototype 1 collection lens – Nov ’03 till last week.

· Conductivity of return water went up – failed…

· Design gradient – 1000T/m gradient, surface gradient 8T

· A few weeks ago, raised design gradient

· 5.5 million pulses.

Studies List:

Shutdown – August 23rd
October – Two Sunday’s Pbar open to public…
